








of 15

3

Getting Started

2

1

5

Roof will open
from this side

Cardboard

Install the two roof hinges on the beams  by first inserting two tab nuts  into the bottom interior groove of [B1] [001]
both beams. Then slide the tab nuts till the mid section of the beams. Install the roof hinges on both beams using 
tab nuts, bolts and washers from kit  shown in the above right hand side diagram. LIGHTLY TIGHTEN [SKC03-1]
BOLTS. The hinge will be centered and bolts will be tighten in step 6.

B1

B1

B1

B2

B2

KC.02L

A-A

001

005

014

008

On a flat surface, assemble all the beams together by inserting the 
plastic corners  at each end. Once fully inserted, lock in [KC04.PL102]
place the plastic corners with supplied screws , as shown [KC04.025]
in view A-A.  You may use pieces of the cardboard shipping box to 
protect the frame from scratches.

PL102

View A-A

025

002

LA3002

P1
LA3002

Cross-Sectional
View

002

Insert the bolts with a small 
angle towards the wall.Secure the base plates  to the bottom of [KC01.LA3002]

each of the aluminum corner posts  using metal bolts [P1]
[KC01.002]  as shown in the diagram. (Repeat step for all 
four corner posts.)

Post end
with holes

Model # Cabrio 1.0Distributor: ShadeScapes Americas 970.527.7070cuscini.shadescapesamericas.com



of 15

Assembling the Roof

5

4

&

&

Use a Rubber
Hammer

Install the plastic corner inserts  at each end of the [KC05.PL007]
transverse roof supports  &  as shown in the figure above. You [TF1] [TF2]
will need a rubber hammer to insert them properly.

Complete the assembly by inserting the trusses ,  and  at each end of the transverse [TS1] [TS2] [TS3]
roof supports  as shown in the figure above. Again you will need a rubber hammer to insert them 
properly.

Nylon Bushing

Roof Truss Ends

On each end of the roof truss assemblies & [TS1] [TS2] 
install two plastic bushing  as shown in [SKC03-3.019]
the diagram.

View A-A
Use a Rubber
Hammer

Middle Truss Assembly

A-A

6

PL007

019

TF1

TS1

TF2

TS2
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6

B-B

View C-CView B-B

Holes used for Lever Arm
and dummy Lever Arm
(see Step 9)

Holes used for Lever Arm
and dummy Lever Arm (see Step 9)

Install the middle plastic stub truss on the lower hole. The 
upper hole can be used in time if more pressure needs to 

be exerted by the middle truss onto the roof fabric.

Lay the trusses on top of the beam assembly in the order and orientation shown by the 
diagram above. Consult views B-B, C-C, D-D and E-E for specific detail. Then turn to the 
next page for a description on how to fix each trusses to the hinges.

E-E

D-D

Transverse Support
Groove Should be

 Facing Downwards

Assembling the Roof Framework

7

View D-D View E-E

C-C

TF1 TF1

TS1 TS1
TS2 TS2

TS3
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Assembling the Roof Framework

Once the trusses have been fixed properly to each hinge, center the roof assembly by allowing the 
protruding groove of  to extend just beyond the edge of beam  (see view F-F). Then [TF1] [B2]
tighten the hinge bolts as shown in the bottom right diagram.

Transverse Support
Groove Facing

 Downwards

Tighten Bolts
(repeat on other side)

Center Hinge Assembly

Install the trusses on the hinge using hardware from kit  shown in views [SKC03-2]
B-B. Notice that only one side is shown. Repeat this step on the other hinge.

View B-B
(Hardware Installation)

View B-B
(TOP VIEW)

See Through
View

8

View F-F

006

KC.02L

014

012

Nylon bushing

004

006

019
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Installing the Corner Posts

Lock-Nut

Flat Washer

9

003 007

012

Attach one of the four corner posts  to each corner of the structure using [P1]
hardware from kit  shown in the top right diagrams. This step may require a [KC06]
second person or a ladder to lift the roof assembly in order to fix all four corner 
posts . See diagrams below for further assembly steps.[P1]

7

To complete the post 
assembly, snap 
together the corner 
posts  and corner [P1]
post covers  using [P2]
a rubber hammer as 
shown in the diagrams 
above. Repeat step for 
each corner.

Top View

Then fasten the top cover assembly  on top [KC07]
of each corner post . DO NOT OVER TIGHTEN [P1]
SCREWS. The locking key can be in the unlocked 
position or removed from the cover assembly by 
turning then pulling it.

G-G

View G-G
(TOP VIEW)

P1
P1

P2

P2
P2

Locking
Key

Assembly
KC07

002
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WOOD

CONCRETE

SOIL

Archoring the Shelter

Structure Anchorage System Recommendations

8

OPTION A
WOOD DECK/FLOOR

OPTION B
CONCRETE/CEMENT FLOOR

Requirements:
8 (2 per plates) of each
- 5/16" x 2" wood screws
- 5/16" washers 

Requirements:
8 (2 per plates) of each
- 3/8" x 1-1/2" expansion anchor
* use 1/2" cement drill bit

Remaining holes in
[LA3002] plate are

used for fixing the 
structure on the floor

Make sure the structure is well aligned and levelled with the floor 
as shown in the diagram below. Consult the section below for 
recommendations on the type of anchorage required for fixing 
the structure on the floor.

DW

L

10

level C1

C2
C3

Dimensions given from center to center
of plates  [LA3002]

See ANNEX 1 for measurements

This anchoring system is the recommended solution for 
anchoring your tent on other surfaces than wood or concrete 
such as paver or grass. Consult your dealer for more 
information on this fastening method.

PAVER/GRASS
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Final Frame Assembly

11

H-H

I-I

9

Install the plastic fork  on the truss assembly on the [KC08.PL011] [TS2] 
opening side. Locate the proper position of the fork by using the fork installation 
guide  as shown in views H-H. Then use the self tapping screw [KC08.PL012]
[KC08.016] to fix the fork on the transverse truss member.  Then insert the end 
of the lever arm on the fork and fix the lever using hardware from kit  [SKC03-2]
shown in view I-I. Repeat step on other side for the dummy lever arm.

View H-H
(step a)

View H-H
(step b)

Remove the guide
after installing the fork.

View H-H
(step c)

L1

L1View I-I
(TOP VIEW)

See
Through

View

To complete the roof hinge mechanism, install the 
plastic hinge cover  over the roof [KC03.PL005]
hinge using screws . Then install side [SKC03-1.026]
cover and the hole cap . [KC08.PL010] [KC08.020]
Repeat step on both side.

Install the Plastic Finishing Cap

L1

10

016

006011
009

019

003

026 020

PL011

PL011

PL005

PL010

PL012

KC.02L

TS2
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12

Install the lever strap on the end of the lever 
arm using hardware from kit  shown in [KC08]
the left diagram. Then install the plastic cap 
[PL013] on the end of both the lever and 

R2

Final Frame Assembly

11

Velcro Strip
(top groove)
16” apart

Valance

TOP VIEW

Insert velcro strips at every 16“ in the top groove of the beams. 
Then fix the valance to the velcro strips . Start [MISC K.APL001]
from one end of the valance and work your way around the frame 
assembly. See adjacent diagrams for detail.

Locate the center distance of beam .Then install the [B2]
stainless steel latch  using the self-taping [KC31.LT-A49]
screws  on the roof support  and beam [KC31.040] [TS1]
[B2]. Make sure the latch parts are fixed apart correctly 
such that it can be closed as shown in the adjacent 
diagram. Repeat step on other side. The stainless steel 
latch is used along with the corner locking mechanism 
(shown in step 7) to secure the roof truss in place.

Velcro Strip
(top groove) Roof will open

from this side

K.APL001

002

005

010

018

PL013

B2

B2

B2

Center Line

Closed
Latched

Roof Support

Inside view, facing        & 

TS1

TS1

LT-A49

040
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SIDE VIEW

J-J

K-K

M-M

L-L

14

The next step will give instructions on how to fix the roof cover to the frame assembly. Slide the flat bars  in the [R1]
pocket of the fabric as shown in View M-M.Then raise the truss assembly and push the flat bar and fabric into the 
groove of the transverse truss .Then fix the velcro strip around the 2 roof supports  Note that the velcro [TF1] [TF2].
should be fitted around the support as shown in views K-K (left hand side support) and L-L (right hand side support). 
Then raise the middle roof support  in its upright position and fix the velcro around it as shown in view J-J.[TF3]

Install the roof fabric cover over the frame assembly 
with roof trusses down. Make sure that all 4 corners 
of the roof fabric are aligned properly.

View L-LView K-K View J-J

Roof Support

Velcro Strip

Roof Fabric Weld Line

View M-M
(Step a)

Insert a flat bar on each
end of the pocket

View M-M
(Step b)

R1

Installing the Roof Fabric

TF1
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Installing the Curtains

16

14

15

Install plastic pulleys  by snapping them in each [MISC K.PL101]
metallic curtain eyelet. Use long nose pliers to facilitate this operation. 
Pulleys should be facing towards the curtain side on which the zipper 
is located (see above steps). Then install each curtain sections into the 
provided beam slots as shown by left hand diagram. After installing all 
pulleys, block the access with the caps  as shown in  [KC32-S.CAP.01]
the diagram. Repeat step for each corner. See next step (16) for 
curtain installation example. 

outside rail

curtains on outside rail

decorative curtains
(installed using velcro strips

 on bottom beam groove)

inside rail

curtains on inside rail TOP VIEW

Roof Fabric
& Valance

Not Shown
For Clarity

Velcro Strips
Bottom Groove

16” apart
The decorative curtains are installed using velcro strips  [MISC K.APL001]
inserted 16” apart in the bottom groove of the beams similarly to the valance 
in step 14. If you have purchased optional curtains (mesh netting, transparent 
plastic or acrylic fabric) install them on the inside or outside rail of the beams. 

Profile View

Zipper
(Interior Side)

Metallic
Eyelet

Curtain
(Exterior Side)

Curtain
Exterior Side

Plastic Pulley Snap Pulley
in place

K.PL101

CAP.01
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Installing the Curtains

15

17

Complete installation of each curtain sections at each corner. 
Installed curtains should resemble the above diagram.
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Dimensions given below are from center to center of 
plates [LA3002].

Annex 1 - Step 8 Measurements

Internal 
Dimension

10x10 Model 
inches (cm)

W 111 5/8 (283.5)
L 111 5/8 (283.5)
D 157 7/8 (401.0)
C1 80     (203.2)
C2 114     (289.6)
C3 148     (375.9)

Internal 
Dimension

10x12 Model 
inches (cm)

W 111 5/8 (283.5)
L 138 3/4 (352.4)
D 178 1/8 (452.4)
C1 80     (203.2)
C2 114     (289.6)
C3 148     (375.9)

Internal 
Dimension

10x14 Model 
inches (cm)

W 111 5/8 (283.5)
L 161 3/8 (409.9)
D 196 1/4 (498.5)
C1 80     (203.2)
C2 114     (289.6)
C3 148     (375.9)
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