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Rain gutter
in MayTex-Poly or MayTex-PVC, with aluminium rods for stabilization. 
Can only be used with valance.

art. no.  XA141

Glass-fibre reinforced plastic holder for side sheet and rain gutter 
1 piece per spoke required.
with 1 eyelet screw art. no.  SA141 01
with 2 eyelet screws art. no.  SA141 02

SCHATTELLO 4.0 x 4.5 m, MayTex-Acryl SA 314 003 yellow 
with rain gutter XA141, MayTex-Poly M 9526 bright yellow
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Rain gutter 
in MayTex-Poly and MayTex-PVC, with aluminium rods for stabilization. 
Can only be used with valance.

art. no.  XA141

Glass-fibre reinforced plastic holder 
for side sheet and rain gutter
1 piece per spoke required.
with 1 eyelet screw             art. no.  AA141 01
with 2 eyelet screws           art. no.  AA141 02

ALBATROS 5.0 x 5.0 m, MayTex-Acryl SA 314 030 light grey 
with rain gutter XA141, MayTex-Poly M9653 grey
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ALBATROS

Holder for suspended rain gutter 
made from aluminium and stainless steel, 
1 piece per spoke required.

with 1 eyelet screw and 
1 stainless steel angle, left       art. no.  AA150

with 1 eyelet screw and 
1 stainless steel angle, right       art. no.  AA151

with 2 eyelet screw and  
2 stainless steel angles       art. no.  AA152

Length extension of centre pole
State required additional length in cm (max. 70 cm).

Shortening of centre pole
Length on request, dependent on parasol size.

Frame paint finish
Please state colour of powder-coating in RAL.

Canopy covering MayTex-PVC
approx. 480 g/m² ± 5%.

Side sheets
Textile in MayTex-Poly, see page 192 onwards. side sheets

ALBATROS 5.0 x 5.0 m, MayTex-Acryl SA 314 030 light grey 
with suspended rain gutter, MayTex-Poly M9653 grey

ACCESSORIES
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Customized side sheet solutions

Side sheets provide all-weather protection
and ward off side- winds. The May-Tex Poly 
material is durable and can be imprinted
with any  graphic design of your choice.
Several variations are available, e.g.
without windows, with windows or with
a continuous light belt.

• All side sheets are of MayTex-Poly 
 material.
• We recommend opting for parasols 
 with valances if side sheets are to be 
 used. Thus draughts through the space 
 between the canopy and the side sheets 
 can be avoided.
• Side sheets are fastened to the end of 
 the spokes with specific holders. It will 
 therefore be necessary to order holders 
 number FA141, SA141 or AA141, 
 depending on your parasol type.

Variable bottom end of side sheet Aluminium rod in textile pocketSide sheet holder

Installation of side sheet variations A300 and A303

FILIUS SCHATTELLO ALBATROS

A300 • • •

A303 • • •

A306 • • •

A309 • • •

A312 • •

A315 • •
Roll-up

door • • •

Constructional innovation may become necessary in the course of technical progress.
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ADDITIONAL
EQUIPMENT

Side sheet without windows Side sheet with continuous light belt

Side sheet with one window across one roof side Side sheet with one window per roof segment

Side sheet with one arched window across one roof side Side sheet with one arched window per roof segment

Side sheet with roll-up door. Only possible in 
combination with variations A300 or A303.

The side sheets shown below extend across one side of the parasol and are fastened to the spokes.

x in cm y in cm z in cm b in cm
A303 35 135

A306 35 135 30

A309 35 135 30

A312 35 135 25 30

A315 35 135 25 120
Roll-up

door 35 200 100

Roll-up door


